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EROSION, SEDIMENTATION & POLLUTION CONTROL PLAN CHECKLIST
INFRASTRUCTURE CONSTRUCTION PROJECTS
SWCD:
Pro fect Name: NHSO00-0004-00(290) Address:
City/Counfy: SEMINOLE COUNTY Date on Plans:
Flan Included TO BE SHOWN ON ES&PC FLAN Plan Included TO BE SHOWN ON ES&PC PLAN
Page *  Y/N Page * Y/N
(531 [Y_1 I The applicable Eroslon, Sedimentation and Pollution Controol Plan Checklist established by the Commission as of January (/2] [Y 1 28.Description of the nature of construction activity.
of the year in which the land-disturbing activity was permifted.
BEEE (V1 2 levelll certificatlon number lssed by the Commision,signature and seal of the certified design professional. (5] LY 1 29 Discr/pf/on ozf appr;)pn 07‘5 con;ro/f and :737;;5 ;‘gy:" VI;I// bed/,mf/emen;fd ar fcfjﬁdcof';sfruc;j;;/ fe ;nc;{gu)d;/?g: /( /; //1;7}7:‘)10/ sediment
. . , . , storage requirements and perimetfer contro s,(2) Infermedlate grading and dralnage S,an ina S.
C AN ] . 4- / fact r for er \ fat Iut trols. . N . , , , ) . ,
— J Namei and phone number of 24-hour  local contact responsible for erosion, sedimenfafion and. pollufion conirols BEEE [ ) 30.Description and chart or timeline of the infended sequence of major activities which disturb soils for the major portions of
(5001 [ Y _1 4.Provide name,address and phone number of .primary permiftee. . the site (i.e.intlal perimeter and sediment sforage BMP's,clearlng and grubbing activities,excavation activifies, utilify
5371 [ Y1 5.Note fotal and disturbed acreage of the project or phase under construction. activities. temporary and final stabilization).
5571 [ Y1 6.Provide land lot and dlstrict numbers for slfe locatlon. Describe critical areas and any additional measures that will be (5~ 1 [ ¥ ] 31.Plan describes practices used to reduce the pollutants in storm water discharges.
utllized for these areas. (B (Y1  32.Description of the measures that wilil be Installed during the construction process to control pollutants In storm water that
(5071 [ Y1 7.Provide vicinity map showing sites relatlon fo surrounding areas.Include deslgnation of specif fc phase,if necessary. will occur affer construction operations have been completed.
[50753754755) (Y} 8. Graphlc scale and north arrow. (5071 Y1  33.Deslgn professional’s certification statement and signature that the site was visited prior tfo development of the ES&PC
(5371 [CY_1 9 Existing and proposed confour lines with contour llnes drawn at an inferval In accordance with the following: Plan as stated on page 15 of the permit.
- Exlsting Contours: USGS [': 2000’ topographical sheefs 5071 [Y ] 34.Design professional’s certification statement and signature that the permiffees ES&PC Plan provides for an appropriate
- Proposed Contours: " : 400° centerline profile and comprehensive system of BMPs and sampling to meet permit requirements as stated on page 14 of permif.
] 10. Delineation and acreage of contributing drainage basins on the project sife. 5071 35.Include certification and slgnature In accordance with sectlon V.G.d.of the permif.
o535/ LY 1 Tl Delineati on of on-site weflands and all state waters located on and within 200 fest of fhe project sife. CEIT] Y1 36.An estimate of the runoff coefficient or peak discharge flow of the site prior to and aftfer construction actlvities are
B0753754755 LY 1 /2. Delineation of 25-foot undisturbed buffers of state waters and 50-foot undisturbed buffers along completed
deslgnated trout streams.Clearly note and dellneafe all areas of Impact.
g y ) . P . . (a1 Y1 37.indication that non-exempt activities shall not be conducted within the 25 or 50-foot undisturbed stream buffers as
337541 [ Y1 /3.Delineate sampling locations, perennial and intermittent streams and other water bodies info which sform warer is
discharged measured from the point of wrested vegetation without flrst acquirlng the necessary varlances and permifs.
Bo/53754 [V /4.Storm-draln pipe and weir velocitles with appropriate outlet protection to accommodate discharges without erosion. (B ¥  38indication that the design professional who prepared the ES&PC Plan Is to inspect the Installation of BMPs within 7 days
. after Inltlal construction activily begins.
(57531 X1 /5. Soll serles and thelr delineation. =z Y1 39.Indication that amendments/revisions fo the ES&PC Plan which have a significant effect on BMPs with a hydraullc

[(3rz] [ Y1 /6.Identify the project recelving waters and describe all ad Jacent areas Including streams,lakes,residential areas, component must be certified by the deslign professional.

wetlands, efc.which may be affecfed. Narrative Notes and Other Information: (Notes or narrative should be located on the ES&PC plan or under

i ] 7. Any construction activity which discharges storm water Info an Impaired Stream Segment,or within Ilinear mile (51 Y1  40.Indlcation that waste materials shall not be discharged to waters of the Stafe,except as authorized by a Sectlon 404
o upstream of and within the same watershed as,any portion of an Biota Impalred Stream Segment must comply permit

with Part IIl.C.of the Permit.Include the completed Appendlx [ listing all BMPs that will be used for those areas of

the site which dlscharge to the Impalred Stfream Segment. B ] [ Y1 4).Documentation that the ES&PC Plan 1s In compilance with waste disposal, sanitary sewer,or septic fank reguiations.
g 18.1f a TMDL Implementation Plan for sediment has been finalized for the Impaired Stream Segment (identified in 51 X1 42.Detalls on required Inspections and record keeping by the primary permitiee.
o ftem |8 above) af least six months prior to submittal of NOIthe ES&PC Plan must address any sife--specific (B 1 Y3  43.Informatlon on sampling frequency and reporting requirements.
f' condifions or requirements Included in the TMDL Implementation Flan. (51 [7 1 44.Provide complete defalls for retention of records as per Part V.F.of the permir.
5577 [Y 1 /9. Dellneate on-site drainage and off-slte watersheds using USGS I": 2000 topographical sheets. (51 Y1 45.Description of analytical methods o be used fo collect and analyze the samples from each location.
20. Inltlal date of the Plan and the dates of any revisions made to the Plan Including the entlfy who requested the revisions. ] 46. Appendix B ratlonale for ouffall sampilng points where applicable.
507537540 Y1 2/, Limits of dlsturbance for each phase of construction. (5] [ Y1 47.Cleary note statement In bold letters- "The escape of sedlment from the site shall be prevenfed by fhe

Installation of erosion and sedIment control measures and practices prior fo,or concurrent with,land

disturbing activities.” |
(571 [Y 1 48.Cleary note mainfenance statement In bold letters - "Eroslon control measures will be malntalned at all times. If

full Implementation of the approved plan does not provide for effective erosion confrol, addltional

erosion and sediment control measures shall be Implemented to control or treat the sediment source.

(51 [Y 1  49.Clearly note the statement In bold letters - "Any disturbed area left exposed for a period greater than 14 days
E 23.Use alternative BMPs whose performance has been documented to be equivalent fo or superior to conventlonal BMPs Clearly ‘e G, . d . P Pe g V>
- as certified by a Design Professional (unless disapproved by EDP or the Georgia Soil and Water Conversation Commission. shall be stabilized with muich or femporary seeding.
(B 1 Y1 24.Best Management Practices fo minimize of f-site vehicle tracking of sedlments and the generatlon of dust. (521 [ Y 1 50.Provide detfalled drawings for all structural practices. Specifications must,at a minimum, meet the guldelines set forth In

[5F2]1 [Y_1 25.BMPs for concrete washdown of fools,concrete mixer chutes,hoppers and the rear of the vehicles.Washout of fhe fhe Manual for Erosion and Sed/ment Confrol In Georgia. ]
drum at the construction site 1s prohibited. (51 [ Y 51.Provide vegetative plan,noting all temporary and permanent vegefafive practices.Include specles, planting daftes and

[(5F ] [Y 1 26.BMPs for the remediation of all petroleum spills and leaks. seeding, fertliizer,lime and mulching rates.Vegetative plan shall be site speclfic for appropriate tme of year that seeding

(37541 [T 27.location of Best Management Practices that are conslstent with and no less stringent than the Manual for Erosion and will take place and for the appropriate geographic region of Georgla.
Sediment Control in Georgia.Phase plan into initial sediment storage and perimeter confrol BMP's,infermediate grading
and drainage BMP's and final BMP's.Use uniform coding symbols from the Manual,Chapfer 6,with legend.

g [y 22.Provide a minlmum of 67 cublc yards of sediment storage per dacre dralned using a femporary sediment basin,
retrofitted detention pond,and/or excavated Inlet sediment traps for each common dralnage location. Sediment storage
volume must be In place prior fo and during all land disturbance activitles untll final stabllization of the slfe has been
achleved. A written rationale explalning the decision not to use a sediment basin must be Included in the plan for each
common dralnage locatlion In which a sediment basln Is not provided.
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